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AP-6000-1 Alarm Probe
The Big Dipper® AP-6000-1 Series Alarm Probe is designed to provide an early warning that 
maintenance is required on Big Dipper systems.  It may be easily installed in the option port 
located behind the Big Dipper skimming wheel enclosure (specify the model AP-6000-1-TK for 
this application).  The AP-6000-1-TK alarm probe activates a warning tone to signal excessive 
grease accumulation inside the unit.  The system may then be checked and corrected before 
the grease & oil level exceeds the maximum retention capacity of the unit.  The alarm probe 
may also be installed in a grease collection barrel (specify model AP-6000-1-DR for this ap-
plication) to signal when the collection barrel needs to be emptied.  This option is especially 
important when the Big Dipper unit is installed in basements or other “out-of-sight” locations.  
An optional Alarm Probe with a dry contact connection for a visual flashing light is also avail-
able (please specify AP-6000-1-TKDC for Big Dipper installation and AP-6000-1-DRDC for 
grease collector installation).

Please Note:
• Specify AP-6000-1-TK if mounted to the Big Dipper Unit
• Specify AP-6000-1-DR if mounted to a grease collection barrel
• Specify AP-6000-1-TKDC* for optional dry contact for warning light with Big Dipper Unit
• Specify AP-6000-1-DRDC* for optional dry contact for warning light with grease collection barrel

*Warning Light not supplied with Alarm Probe

Features:
• Field-installable

• Durable probe with electronics encased in 
molded polyethylene

• Solid state; no moving parts

• Comes fully calibrated & ready to use
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Electrical Specifications*:
AP-6000-1-DR & AP-6000-1-TK
115 VAC, 60 Hz, 4.5 Watts

AP-6000-1-DRDC & AP-6000-1-TKDC
115 VAC, 60 Hz, 4.5 Watts, 10 Amp, 250 VAC switching 
capability

* 230V, 50 Hz Alarm Probes Available



©2007 Thermaco, Inc. All rights reserved  •  Patented/Patents Pending  •  Specifications subject to change without notice
2 12/07

Options®

646 Greensboro St. • Asheboro, N. C. 27204-2548 • Phone (336) 629-4651 • North America: (800) 633-4204
E-mail: info@thermaco.com • Online: www.big-dipper.com

AP-6000-1-TK Alarm Probe
For Big Dipper® Unit

AP-6000-1-TK Alarm Probe For Big Dipper® Unit

This schematic displays a Big Dipper® and an AP-6000-1-TK Alarm Probe as configured for a 
Big Dipper unit.  This configuration allows monitoring of collected grease & oils within the Big 
Dipper unit itself.  When the grease level builds up in the Big Dipper where it makes contact 
with the AP-6000-1-TK probe, the warning tone activates.  The system may then be checked 
and corrected before the grease & oil level exceeds the maximum retention capacity of the unit.
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AP-6000-1-DR Alarm Probe
For Collection Container

AP-6000-1-DR Alarm Probe
For Grease Collection Container

This schematic displays a Big Dipper® unit and 
an AP-6000-1-DR Alarm Probe as configured for a 
grease collection barrel.  This configuration allows 
monitoring of collected grease & oils within the 
grease collector.  When the grease level rises high 
enough to make contact with the AP-6000-1-DR 
probe, the warning tone activates.
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